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Premium Power Steering Fluid 
 

DESCRIPTION: 
Premium Power Steering Fluid is formulated using select base oils and an additive package to impact 
anti-wear and anti-foam properties to the finished product. It is specifically formulated for use in power 
steering systems. 
 
FEATURES/BENEFITS: 

• Formulated for Honda specs through 2006 along with most foreign cars 
• Delivers maximum performance 
• Prevents wear and slippage 
• Effective against foaming, oxidation, corrosion and rusting 
• Pours in sub-zero temperatures 

 
APPLICATIONS: 
Premium Power Steering Fluid is specially formulated to meet the services requirements for virtually 
all domestic and foreign manufacturers including Honda power steering systems. Do not use as an 
engine oil or transmission fluid.  
 
Meets Performance Requirements: 

• Chrysler MS-1872 
• Chrysler MS-5931, P/N 04883077 
• Ford M2C195-A 
• GM P/N 89021184 
• GM 9985010, P/N 1052884 
• Honda (Applications Prior to 2006) 
• Hyundai/Kia PSF-3 
• Mercedes Benz 236.3, P/N 000 989 88 03 
• Mitsubishi PS Fluid 
• Mitsubishi Diamond SP III 
• Nissan PSF-II 
• Saab P/N (45) 30 09 800 
• Subaru P/N K0209A0080 
• Toyota PSF Type EH, P/N 008886-01 

 
* ALWAYS CONSULT YOUR OWNER’S MANUAL FOR THE PROPER FLUID FOR YOUR EQUIPMENT. 
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TYPICAL TEST DATA 
PRODUCT SPECIFICATIONS RESULTS 

Specific Gravity @ 60 ºF 0.8621 
Viscosity, Kinematic 
    cSt at 40ºC 
    cSt at 100ºC 

 
38.6 
7.3 

Viscosity Index 158 
Viscosity, Brookfield 
        cP at -40ºC Max 

 
25,000 

Flash Point, ºF 404 
Pour Point, ºC (ºF) -50 (-58) 
Color, Max 1.0 

 
Typical test data are average values only. Minor variations which do not affect product performance are to be expected 
during normal manufacturing. 
 


